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Technical Parameter

Type

SIMSCAN42 SIMSCAN30 SIMSCAN22

Ultra-fast scanning

17 blue laser crosses 11 blue laser crosses 7 blue laser crosses

Scan mode Hyperfine scanning

7 blue parallel laser lines

Deep hole scanning

1 extra blue laser line

Accuracy®

Up t0 0.020 mm

Scanning rate

Up to 2,800,000 measurements/s Up to 2,020,000 measurements/s Up to 1,250,000 measurements/s

Scanning area

Up to 700 mm X 600 mm Up to 650 mm X 550 mm

Laser class Class Il (eye-safe)
Resolution 0.020 mm
Standard 0.015 mm +0.035 mm/m

Volume accuracy?
Paired with MSCAN-L15

0.015 mm +0.012 mm/m

Stand-off distance 300 mm
Depth of field 550 mm
Output formats .pj3, .asc, .igs, .txt, .mk2, .umk, .stl, .ply, .obj
Operating temperature range -10°C - 40°C
Interface mode UsB 3.0
Dimensions 203 mm X 80 mm X 44 mm
Weight 570¢g
patents EN2040 784U CN20400D 7850, CN 106403645, CNTI0030946B, CNI11893390A, CN2123003660 CN2110040S60"

CN211696268U, CN306053019S, CN212606697U, CN111932465A, CN111694665A, CN306321502S, EP3392831A4

(1) 1SO 17025 accredited: Based on VDI/VDE 2634 Part 3 standard and JJF 1951 specification, probing error (size) (PS) performance is evaluated.
(2) 1SO 17025 accredited: Based on VDI/VDE 2634 Part3 standard and JJF 1951 specification, sphere spacing error (SD) performance is evaluated.

SCANVIEWER
Integrated Scan & Inspection 3D Software

ScanViewer is a free & powerful 3D software that includes inspection and scanning

functions such as feature relationships, distance, GD&T and color mapping.

Scanned data can be used for rapid prototyping, reverse engineering, inspection com-

parison, 3D display, etc.

Kompletni nabidku 3D technologii pro Ceskou a Slovenskou republiku naleznete na www.Abc3D.cz

Simscan

Upozornéni: Vykonnostni charakteristiky vyrobkii se mohou liéit v zavislosti na zptisobu poufiti, provoznich podminek a materialu. Nelze poskytnout zaruky jakéhokoli typu vyslovné nebo predpokladané,
vztahujici se k vhodnosti nebo obchodovatelnosti. Uvedené ochranné znagky patfi pfislusnym vlastnikiim. Viechna prava vyhrazena. Specifikace mize byt zménéna bez predchoziho upozornéni. (v: 2023-10-08)
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