


Technical Parameter

Light Sources Infrared Parallel Laser Lines Infrared VCSEL Structured Light
- Infrared Linear-array
Technology 7 Infrared Parallel Laser Lines Structured Light (Speckle)
Dual Light Visibility Invisible
Sources
Safety of Lasers EN 60825 Class | Certificate (Eye-safe)
Safety of LED Lighting EN 62471 Photobiological Safety Certificate
Ability to Capture Texture Yes
Rapid Scan Mode / Feature/Mixed/Texture Alignments
High-accuracy Scan Mode .
(on Object) Markers Alignment
Human Body Scanning / With Four Highlights®

Optimal Scanning Distance: 400 mm

Scanning

Characteristics Optimal Scanning Distance Range: 300-650 mm

Scanning Range
Effective Scanning Distance Range: 280-1000 mm

Max. Field of View: 400 x 240 mm Max. Field of View: 580 x 550 mm
Recommended Object Size 0.05-4m 0.3-4m
Outdoor Scanning Support
Scanning Speed Max. Scanning Speed Up to 60 FPS Up to 15 FPS
Fineness Point Distance 0.1-3mm 0.2-3mm
Basic Accuracy Upto0.1 mm
Accuracy
Volumetric Accuracy Up to 0.25 mm/m
Output Formats *.obj, *.stl, *.ply, *.asc, *.mk2, *.txt, *.epj, *.apj, *.spj, *.sk
Data Output
The Ability for 3D Printing Yes
WorklngR';enn;gerature 10~40°C
Interface USB 3.0
Hardware Scannerveeirigﬁltwsions& Dimensions: 140X 94 X258 mm; Weight: 856 g
INPUT: 100-240VAC, 50/60Hz
Power Source
OUTPUT: 24=3.75A, 90W MAX
Compliance Certifications CE-EMC, CE-LVD, FCC, RoHS, EN 60825, EN 62471, WEEE

@ Invisible Light Scanning, Hair Scanning, Scanning in Dark Environments, Automatically Remove the Displacements Caused by Movements
* Accuracy: The deviation between the test value and the standard value is obtained by scanning a calibration reference sphere in the marker alignment mode.
*Our company reserves the right to explain and modify the described parameters and pictures in the brochure.

Kompletni nabidku 3D technologii pro Ceskou a Slovenskou republiku naleznete na www.Abc3D.cz

kontakty

Upozornéni: Vykonnostni charakteristiky vyrobki se mohou lisit v zavislosti na zpiisobu poutiti, provoznich podminek a materialu. Nelze poskytnout zaruky jakéhokoli typu vyslovné nebo predpokladang, A B <
vztahuijici se k vhodnosti nebo obchodovatelnosti. Uvedené ochranné znacky patfi pfislusnym vlastnikiim. Vsechna prava vyhrazena. Specifikace mize byt zménéna bez pfedchoziho upozornéni. (v: 2023-10-08)
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